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BBC Bircher Smart Access Cat.2 Cat.3

ExpertSystem Cat.2, Plc
XRF Cat.3 PLd

ExpertSystem XRF
 (Rx)

ExpertSystem XRF
 (Rx)

ExpertSystem XRF

IP65 (XRF-RD = 
IP20

7  (EMC)

ExpertSystem XRF
Cat.2, PLc Cat.3, PLd

ExpertSystem XL



XRF-RD, 2 x XRF-TI XRF-D.II.2

Cat.2, PLc Cat.3
PLd 100 m

14

7

XRF-R.2, XRF-T.2, XRF-TW XRF-TW.2

1.2

XRF-R.2, 2 x XRF-TI XRF-II.2

XRF-TI



XRF-T.2 50 × 121 × 23 mm
XRF-TI 18 × 194 × 18 mm
XRF-R.1 50 × 121 × 23 mm
XRF-R.2 75 × 121 × 24 mm
XRF-RD 22.5 × 94 × 91 mm
XRF-TW 66 × 58 × 16 mm
XRF-TW 66 × 17 × 16 mm

868 MHz
XRF-T.2, XRF-TW
3 V 
(CR2450N)

1.2
XRF-TI

3.6 V
7

XRF-R.1, XRF-R.2, XRF-RD
12–36 V AC / 48–62 Hz

  12–36 V DC

24 V ACDC, 1 A,
8.2 kOhm

100 m
IP65 XRF-RD = IP20 )
EN ISO 13849-1 Ld, 3 )
EN 300 220, EN 301 489

ExpertSystem XRF Bircher

D56 015  CN  09/21

ExpertSystem XRF
407666
407680
407683

407688
430311
407692

407684
410957

407690

423984

420078

401930

411871

421222

ExpertSystem XRF
410975
433315

410976
423558

423567
423570

410978
433316

422991

424043

410979

423579

410977
423895

433318
433317

423897

433319

XRF-T.2
XRF-T.2 bk
XRF-TI

XRF-R.1
XRF-R.1 bk
XRF-R.2 

XRF-RD DIN
XRF-RD.A DIN 

XRF-TW

2 m

3.6 V

3 V CR2450N (Renata) 

XL-CCTI1 (f)
1 m

ENEH-K05XRF XRF-TI 
ClickLine/CoverLine/StandardLine

XRF-1
XRF-1 bk bk 

1 XRF-R.1, 1 XRF-T.2 
XRF-2
XRF-2 bk 

1 XRF-R.2, 2 XRF-T.2
XRF-2.1
XRF-2.1 bk

1 XRF-R.2, 1 XRF-T.2
XRF-I
XRF-I bk

1 XRF-R.1, 1 XRF-TI
XRF-II.2

1 XRF-R.2, 2 XRF-TI
XRF-TW.1

1 XRF-R.1, 1 XRF-TW
XRF-TW.2

1 XRF-R.2, 1 XRF-T.2
1  XRF-TW

 XRF-IW.2
1 XRF-R.2, 1 XRF-TI,
1 XRF-TW

XRF-D.2
XRF-D.2 bk 

1 XRF-RD, 2 XRF-T.2
XRF-D.2.A
XRF-D.2.A bk

1 XRF-RD.A, 2 XRF-T.2, 1
XRF-D.II.2

1 XRF-RD, 2
XRF-D.II.2.A

1 XRF-RD.A, 2 XRF-TI, 1

BBC Bircher Smart Access
Wiesengasse 20
8222 Beringen
Schweiz

+41 52 687 11 11
info@bircher.com
bircher.com


